Communication Guidelines for the Generator Owner and/or Generator
Operator to Contact the Transmission Operator in Accordance With NERC
Reliability Standards

The California Independent System Operator Corporation (CAISO) has entered into
Reliability Standards Agreements (RSAs) with Southern California Edison (SCE), Pacific
Gas and Electric Company (PG&E), and San Diego Gas & Electric Company (SDG&E)
(collectively “the interconnected utilities”). These RSAs allocate responsibilities
between the CAISO and the interconnected utilities for compliance as Transmission
Operators (TOPs) with North American Electric Reliability Corporation (NERC) and
Western Electricity Coordinating Council (WECC) regional mandatory Reliability
Standards. These RSAs are posted on the CAISO website at
http://www.caiso.com/1bef/1befa28a402¢0.html. This document is not intended to
modify the responsibilities delineated in the RSAs between the respective TOPs and the
CAISO, and in the event of a conflict between this document and a RSA provision, the
respective RSA provision prevails. These Guidelines are subject to modification,
including, without limitation, to update the Guidelines with respect to new standards or
modified standards.

These Communication Guidelines clarify the roles of the interconnected utilities and the

CAISO with regard to communications between Generator Owners (GOs) and Generator
Operators (GOPs), as applicable, and Transmission Operators (TOPs). These Guidelines

do not relieve the Generator Owner or Generator Operator of obligations to contact other
functional entities as directed by the NERC Reliability Standards.

This document is solely intended for the purpose of providing guidance regarding the

appropriate lines of communications between GOs/GOPs and TOPs' under the NERC
Reliability Standards and is not intended to take the place of or alter any obligations.
Additionally, these protocols do not relieve Generator Owners and Generator Operators
of their obligations to communicate with the interconnected utility in accord with
applicable agreements and directives, including Operating Agreements and System
Operating Bulletins. Moreover, communication with SCE, PG&E, or SDG&E in the
roles of Scheduling Coordinators does not satisty the GO’s or GOP’s obligation to
communicate with the interconnected utility as the TOP.

Where used in this chart, the term “interconnected utility’s control center” means the

switching centers of SCE, the transmission control centers of PG&E, or the transmission
control center of SDG&E, as appropriate.

' If not specified, either the CAISO or the interconnected utility may make requests under the standards as
the TOP.
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Communication Guidelines for the Generator Owner/Operator to Contact the Transmission

Operator
Standard Reliability Standard Requirements2 Generator Owner/Generator Operator
Title
BAL-005-0 | All generation, transmission and load operating | The CAISO will post a list of all generators within the
R1 within an Interconnection must be included boundaries of its BA area on the CAISO website at
within the metered boundaries of a Balancing http://www.caiso.com/14d4/14d4¢c6¢961¢c0.xls.
Authority (BA) area. Generators may contact the CAISO directly if there are
questions.
BAL-005-0 | Each Generator Owner with generation facilitiecs | The CAISO will post a list of all generators within the
R1.1 operating in an Interconnection shall ensure that | boundaries of its BA area on the CAISO website at
those generation facilities are included within the | http://www.caiso.com/14d4/14d4c6c961cc0.xls.
metered boundaries of a BA Area. Generators may contact the CAISO directly if there are
questions.
CIP-001-1/ | Each Reliability Coordinator, Balancing The Generator Operator shall have procedures for the
R2 Authority, Transmission Operator, Generator communication of information concerning sabotage events
Operator, and Load Serving Entity shall have to both its interconnected utility’s control center and the
procedures for the communication of information | CAISO who shall notify the RC. The Generator Operator
concerning sabotage events to appropriate parties | should also have procedures to communicate with other
in the Interconnection. appropriate parties in the Interconnection.
CIP-001- | Each RC, BA, TOP, GOP, and LSE shall provide | The Generator Operator shall provide its operating
R3 its operating personnel with sabotage response personnel with sabotage response guidelines, including
guidelines, including personnel to contact, for reporting disturbances due to sabotage events to both its
reporting disturbances due to sabotage events. interconnected utility’s control center and the CAISO who
shall notify the RC. The Generator Operator should also
have procedures to communicate with other appropriate
| | parties in the Interconnection.
COM-002- | Each Transmission Operator, Balancing | The Generator Operator shall have communications (voice
2/R1 Authority, and Generator Operator shall have and data) with both its interconnected utility’s control
communications (voice and data links) with center and the CAISO (however that communication
appropriate Reliability Coordinators, Balancing | happens).
Authorities, and Transmission Operators. Such
communications shall be staffed and available for
addressing a real-time emergency condition.
FAC-009-1 | The Transmission Owner and Generator Owner The Generator Owner shall provide Facilities Ratings to the
/R2 shall each provide Facility Ratings for its solely interconnected utility’s control center as the TOP. Such

and jointly owned Facilities that are existing
Facilities, new Facilities, modifications to
existing Facilities and re-ratings of existing
Facilities to its associated Reliability
Coordinator(s), Planning Authority(ies),
Transmission Planner(s), and Transmission
Operator(s) as scheduled by such requesting
entities.

contact does not relieve the GOP of its obligation to provide
Facility Ratings to its interconnected utility’s transmission
planning department (Transmission Planner), the CAISO as
the Planning Authority, and the WECC Reliability
Coordinator.

> This column setting forth the Reliability Standard Requirements is included for convenience and is not
intended to modify the language of the Requirements. To the extent that there are any discrepancies
between this column and the language of the Requirements, the Requirements prevail.
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PRC-001-1

Each GOP and TOP shall notify reliability

The GOP shall notify both its interconnected utility’s

R2 and entities of relay or equipment failures as follows: | control center as the TOP and the CAISO as the BA of
R2.1 R2.1 If a protective relay or equipment failure relay or equipment failures that reduce system reliability.

reduces system reliability, the GOP shall notify
its TOP and its Host BA. The GOP shall take
corrective action as soon as possible.

PRC-001-1 | A GOP or TOP shall coordinate new protective The GOP shall coordinate all new protective systems and

R3,R3.1 systems changes as follows: R3.1 Each GOP all protective system changes with both its interconnected

shall coordinate all new protective systems and utility as the TOP and the CAISO as the BA.
all protective system changes with its TOP and
Host BA (CAISO).

PRC-001-1 | A Generator Operator or Transmission Operator | The GOP shall notify and coordinate with its interconnected

/R5,R5.1 | shall coordinate changes in generation, utility as the TOP in advance of changes in generation or
transmission, load or operating conditions that operating conditions that could require changes in the
could require changes in the protection systems interconnected utility’s protection systems.
of others:
R5.1 Each Generator Operator shall notify its
TOP in advance of changes in generation or
operating conditions that could require changes in
the TOP's protection systems.

TOP-001-1 | Each Transmission Operator, Balancing The Generator Operator shall comply with reliability

/R3 Authority, and Generator Operator shall comply directives issued by any of the following: the Reliability

with reliability directives issued by the Reliability
Coordinator, and each Balancing Authority and
Generator Operator shall comply with reliability
directives issued by the Transmission Operator,
unless such actions would violate safety,
equipment, regulatory or statutory requirements.
Under these circumstances the Transmission
Operator, Balancing Authority or Generator
Operator shall immediately inform the Reliability
Coordinator or Transmission Operator of its
inability to perform the directive so that the
Reliability Coordinator or Transmission Operator
can implement alternate remedial actions.

Coordinator, its interconnected utility’s control center or the
CAISO unless such actions would violate safety,
equipment, regulatory or statutory requirements. Under
these circumstances the Generator Operator shall
immediately inform the party who issued the directive (the
Reliability Coordinator, its interconnected utility or the
CAISO) of its inability to perform the directive so that the
Reliability Coordinator, the interconnecting utility, or the
CAISO can implement alternate remedial actions.
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TOP-001-1

R7 Each TOP and GOP shall not remove BES

For 7.1:

R7,R7.1 | facilities from service if removing those facilities | For a planned generator outage, the Generator Operator
would burden neighboring systems unless: R7.1. | shall notify and coordinate with the CAISO (through its
for a generator outage, the Generator Operator Scheduling Coordinator per the CAISO tariff). The CAISO
shall notify and coordinate with the Transmission | shall notify the Reliability Coordinator and other affected
Operator. The Transmission Operator shall Transmission Operators, including interconnected utilities,
notify the Reliability Coordinator and other and coordinate the impact of removing the Bulk Electric
affected Transmission Operators, and coordinate | System facility.
the impact of removing the Bulk Electric System
facility. For a forced or unplanned generator outage, the Generator
Operator shall notify and coordinate with its interconnected
utility’s control center and the CAISO (through its
Scheduling Coordinator per the CAISO tariff). The CAISO
shall notify the Reliability Coordinator and other affected
Transmission Operators and coordinate the impact of
removing the Bulk Electric System facility.
TOP-001-1 | R7.3 When time does not permit such The Generator Operator shall notify and coordinate with
R7.3 notifications and coordination, or when both its interconnected utility’s control center and the
immediate action is required to prevent a hazard CAISO (through its Scheduling Coordinator per the CAISO
to the public, lengthy customer service tariff). The CAISO shall notify the RC and adjacent TOPs
interruptions, or damage to facilities, the GOP at the carliest possible time.
shall notify the TOP, and the TOP shall notify its
RC and adjacent TOPs, at the carliest possible
time.
TOP-002-2 | At the request of the BA or TOP, a GOP shall If requested by its interconnected utility’s control center or
R13 perform generating real and reactive capability the CAISO, a GOP shall perform generating real and
verification that shall include, among other reactive capability verification that shall include, among
variables, weather, ambient air and water other variables, weather, ambient air and water conditions,
conditions, and fuel quality and quantity, and and fuel quality and quantity, and provide the results to the
provide the results to the BA or TOP operating requesting party.
personnel as requested.
TOP-002-2 | GOPs shall, without any intentional time delay, The Generator Operator shall notify both its interconnected
R14, R14.1 | notify their BA and TOP of changes in utility’s control center and the CAISO (through its
capabilities and characteristics including but not Scheduling Coordinator per the CAISO tariff) of changes in
limited to: R14.1 Changes in real output capabilities and characteristics including but not limited to
capabilities changes in real output capabilities.
TOP-002-2 | GOPs shall, at the request of the BA or TOP, Either its interconnected utility’s control center or the
R15 provide a forecast of expected real power output | CAISO (through its Scheduling Coordinator per the CAISO

to assist in operations planning (¢.g., a seven-day
forecast of real output).

tariff) might request information under this Requirement as
the TOP. If requested, GOPs shall provide a forecast of
expected real power output to assist in operations planning
(e.g., a seven-day forecast of real output) to the requesting

| party.
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