2012/2013 ISO Reliability Assessment - Final Study Results

Study Area: SCE Big Creek Corridor - Summer Peak without Renewables

“2 California ISO

Thermal Overloads Shaping a Renewed Future
Loading (%)
ID Overloaded Facility Worst Contingency Category Categor y 2014 2017 2022 Potential Mitigation Solutions
Description | Summer | Summer | Summer
Peak Peak Peak

No thermal overloads were identified

California ISO/MID/RT

October 31, 2012
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2012/2013 ISO Reliability Assessment - Final Study Results

Study Area: SCE Big Creek Corridor - Summer Peak without Renewables

Voltage Deviations

“3 California I1ISO

Shaping a Renewed Future

Post Cont. Voltage Deviation %

ID Substation Worst Contingency Category Dce;zztcer?p(;irgn Szr?wl::er Szr(r):n:er Szr?lznfer Potential Mitigation Solutions
u u u
Peak Peak Peak

No voltage deviations were identified

California ISO/MID/RT

October 31 2012
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2012/2013 ISO Reliability Assessment - Final Study Results

Study Area: SCE Big Creek Corridor - Summer Peak without Renewables

“2 California I1ISO

HIgh/LOW Voltage Shaping a Renewed Future
Voltage (PU)
. . Category N .
D Substation Worst Contingency Category Descriotion 2014 Summer| 2017 Summer | 2022 Summer Potential Mitigation Solutions
P Peak Peak Peak

No high/low voltage were identified

California ISO/MID/RT

October 31, 2012
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2012/2013 ISO Reliability Assessment - Final Study Results

Study Area: SCE Big Creek Corridor - Summer Peak without Renewables

. €3 California 1ISO
Transient Stability ‘, Shaping a Renewed Future
Transient Stability Perf
ID Contingency Category Category ransient Stabilty Performance Potential Mitigation Solutions
Description 2014 Summer Peak 2017 Summer Peak 2022 Summer Peak

No transient stability issues identified.

California ISO/MID/RT

October 31, 2012
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2012/2013 ISO Reliability Assessment - Final Study Results

Study Area: SCE Big Creek Corridor - Summer Peak without Renewables

Post-Transient Thermal Overloads

“3 California 1ISO

Shaping a Renewed Future

ID Overloaded Facility

Worst Contingency

Category

Category
Description

Loading (%)
2014 2017 2022
Summer Summer Summer
Peak Peak Peak

Potential Mitigation Solutions

No post-transient thermal overloads identified.

California ISO/MID/RT

October 31, 2012
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2012/2013 ISO Reliability Assessment - Final Study Results

Study Area: SCE Big Creek Corridor - Summer Peak without Renewables

Post-Transient Voltage Deviations

“3 California ISO

Shaping a Renewed Future

D Substation

Worst Contingency

Category

Category Description

Post Cont. Voltage Deviation %

2014
Summer
Peak

2017
Summer
Peak

2022
Summer
Peak

Potential Mitigation Solutions

No post-transient voltage deviations identified.

California ISO/MID/RT

October 31, 2012
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2012/2013 ISO Reliability Assessment - Final Study Results

Study Area: SCE Big Creek Corridor - without Renewables

Single Contingency Load Drop

<’ 2 California

1ISO

Shaping a Renewed Future

ID

Worst Contingency

Category

Category Amount of Load Drop (MW)

Description 2014

2017

2022

Potential Mitigation Solutions

No single contingency resulted in total load drop of more than 250 MW.

California ISO/MID/RT

October 31, 2012
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2012/2013 ISO Reliability Assessment - Final Study Results
Study Area: SCE Big Creek Corridor - without Renewables

Single Source Substation with more than 100 MW Load

<’ 2 California 1SO

Shaping a Renewed Future

ID Substation

Load Served (MW)

2014

2017

2022

Potential Mitigation Solutions

No single source substation with more than 100 MW Load

California ISO/MID/RT

October 31, 2012
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