2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Peak

“} Ca|if§>rnio 1ISO

Thermal Overloads haping a Renewed Future
Loading (%)
ID Overloaded Facility Worst Contingency Category Categor y 2014 2017 2022 Potential Mitigation Solutions
Description | Summer | Summer | Summer
Peak Peak Peak
Re-rate or reconductor line. Drop load
Penn(;1SP-T- Bair - Cooley Landing #1 60 kV Line ;US FAULTAT 33375 CLY LNDG 60.00 Bus C1 Bus 95% 103% 111% |either manually or thru SPS as
appropriate
Penn-SP-T- Re-rate or reconductor line. Drop load
02 Bair - Cooley Landing #2 60 kV Line  |BUS FAULT AT 33367 BAIR 60.00 C1 Bus 95% 102% 109% |either manually or thru SPS as
appropriate
Penn-SP-T- | Ravenswood - San Mateo 115 kV Line |CB FAULT AT 30700 SANMATEO 230 CB202 | C2 | Breaker | 105% NIA Na - [2014: South of San Mateo SPS
03 South of San Mateo Capacity Project
Re-rate or reconductor line. Drop load
Pe””(jp'T' Efllenswo"d ~Palo Ao #2 115KV | FAULT AT RVNSWD 115 CB522 c2 Breaker | 120% 124% 132% |either manually or thru SPS as
appropriate
Penn-SP-T- Ravgnswood - Cooley Landing #1 115 CB FAULT AT RYNSWD 115 CB532 2 Breaker 101% N/A N/A Ravenswood - Cgoley Landing
05 kV Line Reconductor Project
Penn-SP-T- Re-rate or reconductor line. Drop load
06 Bair - Cooley Landing #1 60 kV Line  |CB FAULT AT CLY LNDG 60 CB2 C2 Breaker 97% 105% 113% |either manually or thru SPS as
appropriate
Penn-SP-T- Re-rate or reconductor line. Drop load
07 SANMATEO 115/230 kV Bank 6 CB FAULT AT 30700 SANMATEO 230 CB712 C2 Breaker 139% 144% 151% |either manually or thru SPS as
appropriate
Penn-SP-T- Re-rate or reconductor line. Drop load
08 SANMATEO  115/230 kV Bank 7 CB FAULT AT 30700 SANMATEO 230 CB202 C2 Breaker 122% 127% 136%  |either manually or thru SPS as
appropriate
Penn-SP-T- Re-rate or reconductor line. Drop load
09 BAIR 60/115kV Bank 1 CB FAULT AT CLY LNDG 60 CB2 C2 Breaker 120% 129% 138% |either manually or thru SPS as

appropriate
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Peak

“} Ca|if§>rnio 1ISO

Thermal Overloads haping a Renewed Future
Loading (%)
ID Overloaded Facility Worst Contingency Category Categor y 2014 2017 2022 Potential Mitigation Solutions
Description | Summer | Summer | Summer
Peak Peak Peak
. Re-rate or reconductor line. Drop load
Pe””{ gP'T' BAIR 60/115KkV Bank 1 Ei"%”;glv:;‘Eafl‘;‘l’r']‘;yﬁ%’;gt')lg\/#ﬁ;: ;';\r/mer 4 c3 N-1-1 113% 121% 129%  |either manually or thru SPS as
- appropriate
Re-rate or reconductor line. Drop load
Pe””{ 1SP'T' San Mateo - Hillsdale JCT 60 kV Line Jj‘;ffef;srzgnzggggg\l(/ﬂigz‘;"f?nﬁgﬂz C3 N-1-1 90% 95% 108% |either manually or thru SPS as
- appropriate
. . . . Re-rate or reconductor line. Drop load
Penn1- SP-T- Bair - Cooley Landing #1 60 KV Line 18?;&1(\);6%;2% :lr?]jZ#?OkV Line _Bair Cc3 N-1-1 89% 95% 103% |either manually or thru SPS as
appropriate
. . Re-rate or reconductor line. Drop load
Pe””{ gp'T' Ei‘r’lz'ey anding - Palo Alto 115 KV R;‘;igf}“!;gg;;: ()A:ﬁ:;; 1?2\(\%;’6 c3 N-1-1 124% | 125% | 131% |either manually or thru SPS as
- appropriate
Re-rate or reconductor line. Drop load
Penn{fP-T- Cooley Landing - Stanford 60 kV Line Jj];f?f;:gnzggggg\lfv-r'ﬁ;zzgpme;ﬂz Cc3 N-1-1 88% 92% 102%  |either manually or thru SPS as
- appropriate
. Re-rate or reconductor line. Drop load
Pe””{ ?P'T' Cooley Landing 115/60 kV E:;r d?r: yf?g)gg&”f::::gilr 4 ~Cooley C3 N-1-1 116% 121% 130%  |either manually or thru SPS as
Transformer No. 2 g appropriate
. . Re-rate or reconductor line. Drop load
Pe””{ SP'T‘ Jefferson - Stanford 60 kV Line %’;’(')eyJ:;:r‘:;‘gf;i”gﬂ:daio'ggkb'”ﬁne deorso| € N-1-1 104% | 111% | 120% |either manually or thru SPS as
- 9 appropriate
Re-rate or reconductor line. Drop load
Pe””{ fP'T' Cooley Landing - Stanford 60 kV Line J‘jfeffefgsrzgnzggggg\k’VT;":ngsﬂng‘lzz c3 N-1-1 89% 94% 104% |either manually or thru SPS as
- appropriate
o . . Re-rate or reconductor line. Drop load
Pe””{ gP'T‘ Martin - Sneath Lane 60 KV Line g":r:t"\';la'\f;'(')b;e11125k'\‘/VLlLr';e ~Millorae- C3 N-1-1 164% 173% 186% |either manually or thru SPS as

appropriate
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Peak

“} Ca|if§>rnio 1ISO

Thermal Overloads haping a Renewed Future
Loading (%)
" - Category 2014 2017 2022 N ,
ID Overloaded Facilit Worst Contingenc Catego o Potential Mitigation Solutions
Y gency oy Description | Summer Summer Summer &l Hgat .
Peak Peak Peak
. . . Re-rate or reconductor line. Drop load
Penn1§P T Millbrae - Sneath Lane 60 kV Line gllg;tl_nl-_lsar:f ;Atgol;]agz sgg?(/vl';_r;se Hillsdale C3 N-1-1 125% 130% 153% [either manually or thru SPS as
y appropriate
. . . . Re-rate or reconductor line. Drop load
Pe””ZSP T~ |Bair - Cooley Landing #2 60 kV Line ??;&i%e%’rgsgg?nfeﬁ1#?0kv Line _Bair c3 N-1-1 95% 101% 109% |either manually or thru SPS as
appropriate
. . . . Re-rate or reconductor line. Drop load
Penn21SP T Bair - Cooley Landing #1 60 kV Line 18?;&1(\);6%;2% :lr?]jZ#?OkV Line _Bair C3 N-1-1 89% 94% 103% [either manually or thru SPS as
appropriate
. . . Re-rate or reconductor line. Drop load
Pe””Z'SP'T' Bair - Cooley Landing #2 60 kV Line ?f;‘/ggit\‘j‘}f;'gfi?;\;ﬁe ~Bair c3 N-1-1 99% 106% 114% |either manually or thru SPS as
appropriate
. Re-rate or reconductor line. Drop load
Penn-SP-T- Ravenswood - Palo Alto #1 115 kV Ravenswood-Palo Alto #2 1j5kV Line . c3 N-1-1 118% 1229 130% |either manually or thru SPS as
23 Line _Ravenswood-Cooley Landing #1 115kV Line .
appropriate
Re-rate or reconductor line. Drop load
Pe”r‘zfp T |san Mateo - Hillsdale JCT 60 kV Line J‘jg?ffr;’ﬂnzgggggﬁvTﬁZﬁi‘?LTnfﬂz c3 N-1-1 89% 93% 105% |either manually or thru SPS as
- appropriate
Re-rate or reconductor line. Drop load
Pe””2§P T |San Mateo - Belmont 115 kV Line R;;szigxgg dzg’ggllfg\k/VTferffLTg;ﬂz C3 N-1-1 121% 123% 127% |either manually or thru SPS as
- appropriate
Re-rate or reconductor line. Drop load
Pe”"z'gp'T' SANMATEO  115/230kV Bank5 I\Sﬂz':e'\é'ztgg/ffgw?‘r‘;/n;r:r”r:;‘;r;”7er # San | g N-1-1 108% 110% 116% |either manually or thru SPS as
appropriate
Re-rate or reconductor line. Drop load
Pe””;P T~ |SANMATEO  115/230kV Banké l\sﬂzrt‘e'\ﬁtgg/ffgw?'r‘;/n;r::‘r::’r?fr #oSan | N-1-1 107% 110% 116% |either manually or thru SPS as

appropriate
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Peak

“} Ca|if§>rnio 1ISO

Thermal Overloads haping a Renewed Future
Loading (%)
ID Overloaded Facility Worst Contingency Category Categor y 2014 2017 2022 Potential Mitigation Solutions
Description | Summer | Summer | Summer
Peak Peak Peak
Re-rate or reconductor line. Drop load
Pe”r‘z'gp'T' SANMATEO  115/230kV Bank? fﬂzrt‘e'rztgg/ffgw?'r‘;/n;r:r”ri"r?ﬁer #San | N-1-1 110% 113% 119%  |either manually or thru SPS as
appropriate
, . Re-rate or reconductor line. Drop load
Pe””Z‘SP'T' SANMATEO 60/115 kV Bank3 l\sﬂzrt‘e'\(fitfg/'goak'(f%z\;SLf'gfm(fra;‘BC”'os'B—sa” c3 N-1-1 88% 92% 100% |either manually or thru SPS as
appropriate
o . . Re-rate or reconductor line. Drop load
Penn3-§P-T- Millbrae - Sneath Lane 60 kV Line hSA:r:tll\r)l;h:I;ICI)b;a;e11115il\</VLl;r|]r;e ~Millorae- Cc3 N-1-1 110% 116% 125%  |either manually or thru SPS as
appropriate
Penn-SP-T- Re-rate or reconductor line. Drop load
31 San Mateo - Hillsdale JCT 60 kV Line [Monta Vista-Jefferson Nos. 1 & 2 230 kV lines C5 DCTL 87% 92% 104% |either manually or thru SPS as
appropriate
. Re-rate or reconductor line. Drop load
Pe””égp'T' fi?]‘;'ey Landing - Palo Alto 115 KV 12 enswood-Palo Alto Nos. 1 & 2 115 kV lines |~ C5 DCTL 124% 125% 131% |either manually or thru SPS as
appropriate
Penn-SP-T- Re-rate or reconductor line. Drop load
3 Cooley Landing - Stanford 60 kV Line [Monta Vista-Jefferson Nos. 1 & 2 230 kV lines C5 DCTL 90% 95% 105% [either manually or thru SPS as
appropriate
Re-rate or reconductor line. Drop load
Penn-SP-T- i . Newark-Ravenswood 230 kV and Tesla- 0 0 o, |either manually or thru SPS as
Y East Shore - San Mateo 230 kV Line Ravenswood 230 KV lines C5 DCTL 100% 105% 109% appropriate or reduce ROEC
generation
Penn-SP-T- Re-rate or reconductor line. Drop load
35 Cooley Landing - Stanford 60 kV Line [Monta Vista-Jefferson Nos. 1 & 2 230 kV lines C5 DCTL 92% 97% 107% |either manually or thru SPS as
appropriate
Penn-SP-T- Re-rate or reconductor line. Drop load
36 San Mateo - Belmont 115 kV Line Ravenswood-Bair Nos. 1 & 2 115 kV lines C5 DCTL 98% 102% 103% |either manually or thru SPS as

appropriate
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Peak

“3‘ California ISO

Thermal Overloads Shaping a Renewed Future
Loading (%)
ID Overloaded Facility Worst Contingency Category Categor y 2014 2017 2022 Potential Mitigation Solutions
Description | Summer | Summer | Summer
Peak Peak Peak
Penn-SP-T- |Ravenswood - Palo Alto #2 115KV |Ravenswood-Palo Alto No. 1115 kV and Re-rate or reconductor fine. Drop load
) ) ) . C5 DCTL 104% 105% 109% [either manually or thru SPS as
37 Line Cooley Landing-Palo Alto 115 kV lines .
appropriate
) Re-rate or reconductor line. Drop load
Pe””éSP'T' E\?VL?:S‘”O“ - Cooley Landing #1115 10 e nswood-Palo Alto Nos. 1& 2 115 kV fines | C5 DCTL 144% 111% 120% |either manually or thru SPS as
appropriate
Penn-SP-T- Re-rate or reconductor line. Drop load
39 San Mateo - Hillsdale JCT 60 kV Line [Monta Vista-Jefferson Nos. 1 & 2 230 kV lines C5 DCTL 86% 91% 102% |either manually or thru SPS as

appropriate
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Winter Peak

“‘,‘ California ISO

Thermal Overloads Shaping a Renewed Future
Loading (%)
" - Category 2014 . 2022 N ,
ID Overloaded Facilit Worst Contingenc Catego o Potential Mitigation Solutions
y gency gory Description | Winter 201;6V;/||(nter Winter 9
Peak Peak
Penn-WP-T- 2014: South of San Mateo SPS
01 c2 Breaker South of San Mateo Capacity Project
Ravenswood - San Mateo 115 KV Line |CB FAULT AT 30700 SANMATEO 230 CB202 100% N/A N/A pacty Frol
Penn-WP-T- Re-rate or reconductor line. Drop load
02 Ravenswood - Palo Alto #2 115 kV C2 Breaker either manually or thru SPS as
Line CB FAULT AT RVNSWD 115 CB522 93% 96% 102% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
03 San Mateo 230/115 kV Transformer C2 Breaker either manually or thru SPS as
No. 6 CB FAULT AT 30700 SANMATEO 230 CB712 131% 135% 144% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
04 San Mateo 230/115 kV Transformer C2 Breaker either manually or thru SPS as
No. 7 CB FAULT AT 30700 SANMATEO 230 CB202 120% 124% 134% |appropriate
Re-rate or reconductor line. Drop load
Penn(-)\éVP-T- C2 Breaker either manually or thru SPS as
Bair 115/60 kV Transformer No. 1 CB FAULT AT CLY LNDG 60 CB2 104% 111% 119% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
06 San Mateo 230/115 kV Transformer  [San Mateo 230/115kV Transformer #6  _San C3 N-1-1 either manually or thru SPS as
No. 5 Mateo 230/115kV Transformer #7 101% 102% 109% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
07 San Mateo 230/115 kV Transformer  [San Mateo 230/115kV Transformer #5 _San C3 N-1-1 either manually or thru SPS as
No. 6 Mateo 230/115kV Transformer #7 100% 102% 109% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
08 San Mateo 230/115 kV Transformer  [San Mateo 230/115kV Transformer #5  _San C3 N-1-1 either manually or thru SPS as
No. 7 Mateo 230/115kV Transformer #6 103% 105% 112% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
09 Martin-Millbrae 115kV Line _Millbrae- C3 N-1-1 either manually or thru SPS as
Martin 115/60 kV Transformer No. 6  |San Mateo #1 115kV Line 94% 99% 106% |appropriate
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Winter Peak

“} Ca|if§>rnio 1ISO

Thermal Overloads haping a Renewed Future
Loading (%)
" - Category 2014 . 2022 N ,
ID Overloaded Facilit Worst Contingenc Catego o Potential Mitigation Solutions
y gency gory Description | Winter 201;6V;/||(nter Winter 9
Peak Peak
Penn-WP-T- Re-rate or reconductor line. Drop load
10 Ravenswood-Cooley Landing #2 115kV Line C3 N-1-1 either manually or thru SPS as
Bair 115/60 kV Transformer No. 1 _Cooley Landing 115/60kV Transformer #1 103% 108% 116% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
1" Cooley Landing 115/60 kV Bair 115/60kV Transformer #1 _Cooley C3 N-1-1 either manually or thru SPS as
Transformer No. 2 Landing 115/60kV Transformer #1 106% 111% 119% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
12 San Mateo 115/60 kV Transformer No. [San Mateo-Bair 60kV Line (San Carlos- C3 N-1-1 either manually or thru SPS as
3 Bai_San Mateo 115/60kV Transformer #8 95% 97% 109% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
13 Martin-Sneath Lane 60kV Line _Hillsdale C3 N-1-1 either manually or thru SPS as
Millbrae 115/60 kV Transformer No. 5 |JCT - Half Moon Bay 60kV Line 101% 105% 124% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
14 Martin-Millbrae 115kV Line _Millbrae- C3 N-1-1 either manually or thru SPS as
Martin-Sneath Lane 60 kV Line San Mateo #1 115kV Line 132% 139% 150% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
15 Martin-Sneath Lane 60kV Line _Hillsdale C3 N-1-1 either manually or thru SPS as
Millbrae-Sneath Lane 60 kV Line JCT - Half Moon Bay 60kV Line 104% 108% 131% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
16 Martin-Sneath Lane 60kV Line _Hillsdale C3 N-1-1 either manually or thru SPS as
Millbrae - Pacifica 60 kV Line JCT - Half Moon Bay 60kV Line 133% 139% 167% |appropriate
Penn-WP-T- Re-rate or reconductor line. Drop load
17 Jefferson 230/60kV Transformer #1 C3 N-1-1 either manually or thru SPS as
San Mateo - Hillsdale JCT 60 kV Line |_Jefferson 230/60kV Transformer #2 89% 93% 106% |appropriate
Re-rate or reconductor line. Drop load
Penn;\éVP-T- Cc5 DCTL either manually or thru SPS as
San Mateo - Hillsdale JCT 60 kV Line |Monta Vista-Jefferson Nos. 1 & 2 230 kV lines 88% 92% 105% |appropriate

California ISO/MID/RT

August 15, 2012

Page 7 of 19




2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Winter Peak

o Y

<2 California ISO
Thermal Overloads ‘ Shaping a Renewed Future
Loading (%)
ID Overloaded Facility Worst Contingency Category Dct:eztcerigpc;irgn V%/p1t4 2017 Winter V%/OZtZ Potential Mitigation Solutions
inter Peak inter
Peak Peak
Penn-WP-T- |Ravenswood-Cooley Landing 115 kV C5 DCTL Ravenswood - Cooley Landing
19 Line Ravenswood-Palo Alto Nos. 1 & 2 115 kV lines 114% 88% 93%  |Reconductor Project
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Light Load & Summer Off-Peak

M

>

California ISO

Thermal Overloads ‘ 1 Shaping a Renewed Future
Loading (%)
ID Overloaded Facility Worst Contingency Category Categor y 2014 2017 Potential Mitigation Solutions
Description | Summer |Summer Off-|  N/A
Light Load Peak

No thermal overloads identified.

California ISO/MID/RT

August 15, 2012

Page 9 of 19



2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Peak

Voltage Deviations

L“i California ISO

Shaping a Renewed Future

Post Cont. Voltage Deviation %
ID Substation Worst Contingency Category Categow 2014 2017 2022 Potential Mitigation Solutions
Description | Summer | Summer | Summer
Peak Peak Peak
Penn-SP-DV- Martin-Millbrae 115kV Line _Millbrae- 0 0 0 .
01 MILLBRAE 115kV San Mateo #1 115KV Line C3 N-1-1 -10% -11% -12%  |Reactive Support
Penn-SP-DV- Martin-Millbrae 115kV Line _Millbrae- 0 0 0 .
02 SANPAULA  115kV San Mateo #1 115KV Line C3 N-1-1 -10% -11% -12%  |Reactive Support
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Winter Peak

Voltage Deviations

“3 California I1ISO

Shaping a Renewed Future

Post Cont. Voltage Deviation %

ID Substation Worst Contingency Category Dce;zztcer?p(;irgn V%/91t4 2017 Winter Vfloztz Potential Mitigation Solutions
inter Peak inter
Peak Peak

No voltage deviations identified.
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Light Load & Summer Off-Peak

Voltage Deviations

“3 California I1ISO

Shaping a Renewed Future

D Substation

Worst Contingency

Category

Category
Description

Post Cont. Voltage Deviation %

2014
Summer
Light Load

2017
Summer Off-
Peak

N/A

Potential Mitigation Solutions

No voltage deviations identified.
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Peak

“2 California I1ISO

HIgh/LOW Voltage Shaping a Renewed Future
Voltage (PU)
. . Category N .
D Substation Worst Contingency Category Descriotion 2014 Summer| 2017 Summer | 2022 Summer Potential Mitigation Solutions
P Peak Peak Peak

No high/low voltage issues identified.
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Winter Peak

“2 California I1ISO

HIgh/LOW Voltage Shaping a Renewed Future
Cat Voltage (PU)
ID Substation Worst Contingency Category Dezcer?pc:g 0 2014 Winter | 2017 Winter | 2022 Winter Potential Mitigation Solutions
Peak Peak Peak

No high/low voltage issues identified.
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Light Load & Summer Off-Peak

“‘% California ISO

HIgh/LOW VoItage Shaping a Renewed Future
Voltage (PU)
. . Category e .
ID Substation Worst Contingency Category 7, 2014 Summer| 2017 Summer Potential Mitigation Solutions
Description . N/A
Light Load Off-Peak
Pe””&?P'V' RVNSWDE 115kV Normal A N-0 1.06 1.04 Reactive Support
Pe””&gp'\/' CLYLND2 115KV Normal A N-0 105 1.04 Reactive Support
Pem SPV" leLy Lo 11k Normal A N0 106 105 Reactive Support
e PV lRusWD D 115KV Normal A N0 106 104 Reactive Support
e OPV" lccs_Tap 115k Normal A N-0 1.06 1.04 Reactive Support
e OPVlocse  1tsky Normal A N-0 1.06 1.04 Reactive Support

California 1ISO/MID/RT
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Light Load & Summer Off-Peak

<’ A California ISO

Transient Stability Shaping a Renewed Future
Ca Transient Stability Performance
ID Contingency Category a elgolry 2014 Summer | 2017 Summer Potential Mitigation Solutions
Description , N/A
Light Load Off-Peak

No single source substation with more than 100 MW Load
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula

Single Contingency Load Drop

<’ 2 California 1SO

Shaping a Renewed Future

ID

Worst Contingency

Category

Category Amount of Load Drop (MW)

Description 2014

2017

2022

Potential Mitigation Solutions

No single contingency resulted in total load drop of more than 250 MW.

California ISO/MID/RT
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2012/2013 ISO Reliability Assessment - Preliminary Study Results

Study Area: PG&E Greater Bay Area Peninsula - Summer Peak

<’ A California I1SO

Transient Stability Shaping a Renewed Future
Ca Transient Stability Performance
ID Contingency Category Dez:r?p?irgn 2014 Summer | 2017 Summer | 2022 Summer Potential Mitigation Solutions
Peak Peak Peak

No single source substation with more than 100 MW Load

California ISO/MID/RT
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2012/2013 ISO Reliability Assessment - Preliminary Study Results
Study Area: PG&E Greater Bay Area Peninsula

Single Source Substation with more than 100 MW Load

<’ 2 California 1SO

Shaping a Renewed Future

ID Substation

Load Served (MW)

2014

2017

2022

Potential Mitigation Solutions

No single source substation with more than 100 MW Load

California ISO/MID/RT

August 15, 2012
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